**Urban Wastewater Treatment – Reference Situation 2011/2012**

**Legend**

- **Treatment type**
  - Collection rate ≥ 80% of the wastewater
    - Not collected and not treated
    - Collected but without treatment
    - Collected in individual systems*
    - Mechanical treatment
    - Biological treatment
    - More stringent treatment: N-removal
    - More stringent treatment: P-removal
    - More stringent treatment: N and P-removal
  - Collection rate < 80% of the wastewater
    - Collected but without treatment
    - Collected in individual systems*
    - Mechanical treatment
    - Biological treatment
    - More stringent treatment: N-removal
    - More stringent treatment: P-removal
    - More stringent treatment: N and P-removal

**Size classes**
- 2,000 - 10,000 PE
- 10,001 - 15,000 PE
- 15,001 - 100,000 PE
- > 100,000 PE

- **Danube River Basin District**
  - Danube River
  - Tributaries (with catchment area > 4,000 km²)
  - Lake water bodies (with surface area > 100 km²)
  - Transitional water bodies
  - Canals
  - National borders

- **Cities**
  - 100,000 - 250,000 inhabitants
  - 250,000 - 1,000,000 inhabitants
  - > 1,000,000 inhabitants

---

* Individual or other Appropriate Systems

---

Vienna, December 2015